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JOB NAME:
LOCATION:

QUOTE/REF#:

FEATURES

SPECIFICATIONS

TYPE

AVAILABLE LENGTHS

FINISH

LENS OPTIONS

CHANNEL

LENS (INCLUDED)

END CAP

MOUNTING CLIPS

Surface mount

48” / 96” 

Anodized Silver / Black 

Frosted / Clear

ALP90

ALP90-LN (FROSTED)

ALP90-EC

ALP90-CL

Compatible with LED strips up to 20mm (0.79”) wide.

LED tape light sold separately.

Frosted lens diffuser included with every channel

2 (two) end caps included with every channel.

Remote mounted power supply sold separately.

DIMENSIONS

INDOOR OUTDOOR F I E L D
CUTTABLE

SURFACE
MOUNT

F I E L D

ALP90
Surface Mount LED Profile

A R C H I T E C T U R A L

designed for linear LED strips up to 20mm wide. Made 

from high quality aluminum, these extrusions provide 

superior thermal management for higher wattage LED 

strips and prolong the overall lifetime of your lighting 

system. The ALP-90 is manufactured with a patented 

frosted diffuser for maximum lumen output and wide 

beam distribution. The ALP-90 also helps protect LED’s 

from dust and other undesirable elements, which can 

shorten the lifetime of the LED.

16.7 mm
(0.50 in)

28 mm
(1.10 in)

20 mm
(0.79 in)
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Model

ALP90

STANDARD ORDERING CODE (CHANNEL)

Length Finish

48
48”

96
96”

Si
Silver

BK
Black

CU
Custom
(powder-coat)

NOTE:

ALP90
Surface Mount LED Profile

A R C H I T E C T U R A L


