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JOB NAME:
LOCATION:

QUOTE/REF#:

FEATURES

SPECIFICATIONS

LSD50
4.4W/Ft. Indoor/Outdoor Flexible LED Mini Modules

A R C H I T E C T U R A L

1.1W
PER FT.

90+
CRI DIMMABLE

50,000
HOURS

360
lm/ft

 High lumen performance

 Available in 12V & 24V DC 

 Suitable for indoor or outdoor applications

 Pre-drilled mounting holes

 Included industrial-grade mounting tape

 Optional 48” PVC mounting track (LSD-MT)

 5-Year warranty

 Approved for  c loset  /  storage space insta l lat ion 

   
per  NEC 410.  16(A)(3)  and 410.16(C)(5)

 Signage lighting

 Medium to large channel letters

 

The LSD50  Mini  Module incorporates the latest  

advancements in  LED technology to del iver  

locat ion modules are great  for  many common 

indoor/outdoor appl icat ions,  and can be 

attached a lmost  anywhere.  These mini  modules 

produce 90 lumens per  Watt ,  have v i r tual ly  no 

heat  and are great  for  t ight  spaces.   UL l isted.

APPLICATIONS

OPERATING VOLTAGE

WATTAGE

DIMMING

LUMENS PER WATT

LUMENS PER FOOT

CRI

MAX  RUN

IP RATING

BEAM ANGLE

LUMEN MAINTENANCE

12V | 24V DC

4.4W/Ft.

Dimmable 

90 Lumens per Watt

360 Lumens per Foot

90

12V (25 Ft.) / 24V 30 Ft.

IP65 Wet Rated / Outdoor

160º

50,000 Hrs. 2700K

3000K

3500K

4000K

5000K

6000K

RED

GREEN

BLUE

COLOR TEMPERATURES
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Model

LSD50

STANDARD ORDERING CODE

Color Temp Voltage

27K
2700K 

30K 
3000K

40K
4000K

50K 
5000K

60K
6000K

RD 
Red

BL
Blue

GR
Green

12
12 Volts

24
24 Volts

 

Lead Wire

N/A
24” Standard

XX
Custom Length (per inch)

 

LSD50
4.4W/Ft. Indoor/Outdoor Flexible LED Mini Modules

A R C H I T E C T U R A L
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LSD-MT
optional mounting track

LSD50
4.4W/Ft. Indoor/Outdoor Flexible LED Mini Modules

A R C H I T E C T U R A L

60.8MM (2.39”)

19.3MM 
(0.76”)

10.5MM 
(0.41”)

25.4MM 
(1.0”)

DIMENSIONS


